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réf.

Bl Technologies

Comrnander' HM76-101R0J
Comrnander' HM76-102R2J
Commander| HM76-104R7J
Commanderl HM76-10100J
Commanderl HM76-10470J
Commanderl HM76-10101J
Comrnander' HM76-10221J
Commanderl HM76-10471J
Commandar| HM76-301R0J
Commanderl HM76-302R2J
Commanderl HM76-304R7J
Commander' HM76-30100J
Commanderl HM76-30220J
Commander' HM76-30470J
HM76-30101J
Commanderl HM76-30221J
Commander| HM76-30471J
Commanderl HM76-30102J
Commander' HM76-40100

Commander' HM76-40101

Commanderl HM76-40221

Commanderl HM76-40331

Commanderl HM76-40471

Commander' HM76-40102

Bl Technologies
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M Les prix affichés tiennent compte des accords passés entre nos deux sociétés>

code
commande
1-11
305-2622 14,48 €
382-6697 12,92 €
382-6726 12,92 €
305-2644 14,13 €
382-6704 12,92 €
305-2650 14,48 €
382-6681 12,92 €
382-6710 12,92 €
382-6754 14,48 €
382-6782 14,48 €
382-6811 14,48 €
305-2666 16,15 €
305-2672 16,15 €
382-6798 14,48 €
305-2688 16,15 €
382-6760 14,48 €
382-6805 14,48 €
382-6748 14,48 €
305-2694 21,66 €
305-2701 21,66 €
305-2717 21,99 €
305-2723 21,66 €
305-2739 21,66 €
305-2745 21,66 €

Agure 2

prix de I'U.D.V.

12+

12,89 €
11,50 €
11,50 €
12,57 €
11,50 €
12,89 €
11,50 €
11,50 €
12,89 €
12,89 €
12,89 €
14,53 €
14,53 €
12,89 €
14,53 €
12,89 €
12,89 €
12,89 €
19,49 €
19,49 €
19,57 €
19,49 €
19,49 €
19,49 €
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taille =,
boitier] Fig. A B ¢ 1] E F G
w | ¢ |20 |88 |22 ose | w0 |
| 6.86 | 478 | 3.23 | 554 | 1.50 | 2.54
a0 | ¢ | 530|270 |.236 | doa | 120 | 135 |
13.46| 94 | 60 [10.26 | 305 | 343
w | o |92 |82 2% | a% | 57 .3 | 465
156 | 158 | 7.0 [ 125 | 40 | 35 [1184
e Bas profil.
¢ Courant admissible important.
* Compatibilité phase vapeur et refusion.
¢ |déales pour la haute fréquence.
¢ Applications: convertisseurs c.c./c.c., filtres EMI.
Spécifications techniques
Tolérance: +20%
Température d’utilisation: -25°C a +80°C
réf. valeur résistance courant taille
Bl Technologies max. (mH) c.c. (Q) (A) boiter
HM76-101R0J 1,0 0,03 2,90 10
HM76-102R2J 2,2 0,06 2,40 10
HM76-104R7J 4,7 0,12 1,50 10
HM76-10100J 10 0,22 1,0 10
HM76-10470J 47 0,92 0,7 10
HM76-10101J 100 1,98 0,28 10
HM76-10221J 220 4,47 0,18 10
HM76-10471J 470 11,55 1,12 10
HM76-301R0J 1 0,01 8,50 30
HM76-302R2J 2,2 0,02 7,40 30
HM76-304R7J 47 0,02 6,00 30
HM76-30100J 10 0,04 4,6 30
HM76-30220J 22 0,07 3.1 30
HM76-30470J 47 0,16 2,00 30
HM76-30101J 100 0,29 1,5 30
HM76-30221J 220 0,64 1,00 30
HM76-30471J 470 1,50 0,50 30
HM76-30102J 1000 3,15 0,30 30
HM76-40100 10 0,02 6,5 40
HM76-40101 100 0,15 2,0 40
HM76-40221 220 0,33 1,3 40
HM76-40331 330 0,45 1,10 40
HM76-40471 470 0,65 0,93 40
HM76-40102 1000 1,45 0,65 40
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